
Fort Leonard Wood 
Directorate of Public Works 

Environmental Division
Construction and Demolition (C&D) Waste Management Report

The contractor shall make all reasonable efforts to recycle and recover C&D waste from this project.  A minimum of 
50%, by weight, of total project solid waste and C&D waste shall be diverted from the landfill in accordance with 
Executive Order 13423 "Strengthening Federal Environmental, Energy, and Transportation Management", 24 
January, 2007 and Executive Order 13514 "Federal Leadership in Environmental, Energy, and Economic 
Performance", 8 October, 2009.  Waste management consideration shall be given to the availability of viable markets, 
the condition of the material, the ability to provide the material in suitable condition and in a quantity acceptable to 
available markets, and time constraints imposed by internal project mandates.  Companies and facilities used for 
recycling, reuse, and disposal shall be appropriately permitted for the intended use to the extent required by federal, 
state, and local regulations.  The contractor shall provide on-site instructions for separating, handling, recycling, 
salvage, reuse, and return methods to be used by all parties at the appropriate stages of the project.  Records shall 
be maintained to document the quantity of waste generated, the quantity of waste diverted through sale, reuse, or 
recycling, and the quantity of waste disposed of by landfill or incineration.  This form shall be used to record the 
information.  The contractor shall submit this report of all non-hazardous C&D waste generation no later than 10 
days after each fiscal quarter ends, starting the first quarter that C&D waste is generated.  This report shall be 
submitted through the contracting officer or representative to the Directorate of Public Works Solid Waste Program 
Manager 573-596-0882, Building 2222.  Contractor shall provide an electronic or paper copy.
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Waste Type Total Generated 
(by weight in tons)

 Management Method (by weight in tons) 

Recycled or Salvaged Disposed

Examples: Concrete 505,000 500,000 crushed for reuse 
at ___________ 5,000 to landfill

Mixed debris 1,000 0 1,000 to landfill

Scrap metal 10 10 recycled to A1 metals 0

Wall board/Sheet Rock 

Stumps, Brush, Wood Chips 
(beneficially reused on site)
Stumps, Brush, Wood Chips 
(off FLW)
Scrap Metal
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Waste Type Total Generated 
(by weight in tons)

 Management Method (by weight in tons) 

Recycled or Salvaged Disposed

Concrete

Clean fill (FLW clean fill)

Clean fill (off FLW)

Compost (FLW compost)

Compost (off FLW)

Other

TOTAL

Landfill name:

Comments:

Example Waste Types:
Wallboard Recycled to manufacturer.
Stumps & Brush Logs less than 6 inches in diameter, all limbs, twigs, stumps and other brush.
Concrete Contaminated concrete will be disposed of at an off-post authorized landfill.
Clean fill Uncontaminated soil, rock, sand, gravel, concrete unpainted and with no exposed steel, unpainted brick,  

unpainted cinderblock, asphalt, and NO organic material.
Compost Leaves, grass, and straw removed from trash bags (absolutely no trash or trash bags).
Scrap metal Turned in as recyclable material.
Wood chips

Specific guidance for disposition of C&D and Land Clearing materials is contained in the Environmental Requirements  
section of each project contract.    

Note: Only clean fill concrete, concrete blocks, brick, and asphalt may be included as "diverted" from the waste stream when 
reused.  Clean fill (soil and rock) can not be included as tonnage diverted (per IMCOM).  Please continue to include clean fill 
soil and rock tonnage and disposition method on this report.  
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The contractor shall make all reasonable efforts to recycle and recover C&D waste from this project.  A minimum of 50%, by weight, of total project solid waste and C&D waste shall be diverted from the landfill in accordance with Executive Order 13423 "Strengthening Federal Environmental, Energy, and Transportation Management", 24 January, 2007 and Executive Order 13514 "Federal Leadership in Environmental, Energy, and Economic Performance", 8 October, 2009.  Waste management consideration shall be given to the availability of viable markets, the condition of the material, the ability to provide the material in suitable condition and in a quantity acceptable to available markets, and time constraints imposed by internal project mandates.  Companies and facilities used for recycling, reuse, and disposal shall be appropriately permitted for the intended use to the extent required by federal, state, and local regulations.  The contractor shall provide on-site instructions for separating, handling, recycling, salvage, reuse, and return methods to be used by all parties at the appropriate stages of the project.  Records shall be maintained to document the quantity of waste generated, the quantity of waste diverted through sale, reuse, or recycling, and the quantity of waste disposed of by landfill or incineration.  This form shall be used to record the information.  The contractor shall submit this report of all non-hazardous C&D waste generation no later than 10 days after each fiscal quarter ends, starting the first quarter that C&D waste is generated.  This report shall be submitted through the contracting officer or representative to the Directorate of Public Works Solid Waste Program Manager 573-596-0882, Building 2222.  Contractor shall provide an electronic or paper copy.
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Waste Type
Total Generated
(by weight in tons)
 Management Method (by weight in tons) 
Recycled or Salvaged
Disposed
Examples:
Concrete
505,000	
500,000 crushed for reuse
at ___________
5,000 to landfill
Mixed debris
1,000
0
1,000 to landfill
Scrap metal
10
10 recycled to A1 metals
0
Wall board/Sheet Rock	
Stumps, Brush, Wood Chips
(beneficially reused on site)
Stumps, Brush, Wood Chips
(off FLW)
Scrap Metal
Phone 573-596-0882
www.wood.army.mil/dpwenv
 
Page 2 of 2
 
Revised 26 April, 2011
Waste Type
Total Generated
(by weight in tons)
 Management Method (by weight in tons) 
Recycled or Salvaged
Disposed
Concrete
Clean fill (FLW clean fill)
Clean fill (off FLW)
Compost (FLW compost)
Compost (off FLW)
Other
TOTAL
Example Waste Types:
Wallboard
Recycled to manufacturer.
Stumps & Brush
Logs less than 6 inches in diameter, all limbs, twigs, stumps and other brush.
Concrete
Contaminated concrete will be disposed of at an off-post authorized landfill.
Clean fill
Uncontaminated soil, rock, sand, gravel, concrete unpainted and with no exposed steel, unpainted brick, 
unpainted cinderblock, asphalt, and NO organic material.
Compost
Leaves, grass, and straw removed from trash bags (absolutely no trash or trash bags).
Scrap metal
Turned in as recyclable material.
Wood chips
Specific guidance for disposition of C&D and Land Clearing materials is contained in the Environmental Requirements 
section of each project contract.    
Note: Only clean fill concrete, concrete blocks, brick, and asphalt may be included as "diverted" from the waste stream when reused.  Clean fill (soil and rock) can not be included as tonnage diverted (per IMCOM).  Please continue to include clean fill soil and rock tonnage and disposition method on this report.  
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