MOBILITY GUIDELINES



Plan for 50 - 100% redundancy for breach assets needed to breach required lanes.

LANE REDUCTION
TIME REQUIRED

Mechanical Breach of Minefield (120m)
10 minutes

Manual Breach of Surface Laid Minefield (120m)
10 minutes

Breach ATD with ACE Team
10 minutes

Breach ATD with AVLB (18 meters)
05 minutes

LANE REQUIREMENTS (SIZE FORCE)
# LANES

Task Force
2 Lanes

Company/Team
1 Lane

Assault Lanes
1 Lane/Assaulting Plt.

REDUCTION METHOD
RESOURCES

Mechanical/Explosive Reduction


· Breach
2 X MICLIC, Plow, Roller

· Proof
Roller, Plow

· Mark
Squad

Manual Reduction (per vehicle lane)
Platoon

Manual Reduction (per platoon assault lane)
Squad

MOBILITY ASSETS

Engineer Unit
Squads
Platoons
MICLIC
AVLB
ACE

Heavy Division: Company
6
2
4
4
7

Light Division: Company
9
3




Airborne Division: Company
9
3




Air Assault Division: Company
9
3




Heavy Division: Battalion
18
6
12
12
21

Light Division: Battalion
27
9




Airborne Division: Battalion
27
9




Air Assault Division: Battalion
27
9




Corps Mechanized: Company
3
2
4
4
6

Corps Wheeled: Company
3
2
4



Corps Mechanized: Battalion
18
6
12
12
18

Corps Wheeled: Battalion
18
6
12



Armor Company
3 Plows
1 Roller

SOVIET-STYLE COUNTERMOBILITY GUDELINES



OBSTACLE BELTS
      DISTANCE

      Protective:  In front of Battle Position

      Tactical:  Belt 1:  In front of Battle Position

                 Belt 2:  In front of the Combat Security

                          Outpost
 50m - 500m

 1/2 AT Weapons Range

 2/3 AT Weapons Range

MINEFILDS
      DISTANCE

      Antitank:        Front

                       Depth

                       Distance between Rows

                       Distance between mines

      Antipersonnel:   Front

                       Depth

                       Distance between Rows

                       Distance between mines
 200m - 300m

 60m - 120m

 20m - 40m

 4m - 6m

 30m - 300m

 10m - 150m

 5m blst, 25-50m frag

 1m blst, 50m frag

