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Safety Inspection Checklist


Means of Egress�



Reference�



Yes�



No�



N/A�
�
01.�
Are corridors and hallways at least 44 inches wide?�
Georgia Building Code, Chapter 11, Para 1111.1.2�
�
�
�
�
02.�
Are all exits free and unobstructed to allow for easy egress (exit) from buildings when occupied?�
29 CFR 1910.36(b)(4)�
�
�
�
�
03.�
Are all exits prohibited from being locked or fastened when the building is occupied?�
29 CFR 1910.36(b)(4)�
�
�
�
�
04.�
Is such exit clearly visible of the route thereof conspicuously indicated in such a matter that every occupancy of every building or structure who is physically and mentally capable, will readily know the direction of escape from any point?�
29 CFR 1910.36(b)(5)�
�
�
�
�
05.�
Is each path of escape in its entirety arranged or marked so the way to a place of outside safety is unmistakable?�
29 CFR 1910.36(b)(5)


�
�
�
�
�
06.�
Are building exits marked with readily visible exit signs?  Is access to exits marked by readily visible signs in all cases where the exit or way to reach it is not immediately visible to the occupant?�
29 CFR 1910.37(q)(1)


�
�
�
�
�
07.�
Is a sign reading "Exit" or similar designation, with an arrow indicating the direction place in every location where the direction of travel is not immediately known �
29 CFR 1910.37(q)(5)�
�
�
�
�
08.�
Is every exit sign suitably illuminated by a reliable light source giving a value of not less than five (5) foot candles on the illuminating surface?�
29 CFR 1910.37(q)(6)�
�
�
�
�
09.�
When required by chapter 8 through 30 of NFPA 101, is emergency lighting installed to provide illumination not less than one (1) foot candle throughout the means of egress for a period of 1 1/2 hours in the event of failure of the normal lighting?�
NFPA 101, Para 5-9.1


NFPA 101, Para 5-9.2.1


AR 420-43 Para 4-8�
�
�
�
�
10.�
Are stairs, aisles, corridors, ramps and passageways leading to an exit illuminated at all points to a value of not less than one (1) foot candle measured at the floor?�
NFPA 101, Para 5-8.1.3, 29 CFR 1910.36(b)(6)�
�
�
�
�
11.�
Has each emergency light been tested monthly for a minimum of 30 seconds and annually for a 1 1/2 hours duration?�
NFPA 101, Para 5-9.3, & Para 31-1.3.8�
�
�
�
�
12.�
Has action been taken to effect the repair of emergency lighting that did not remain operational for the duration of the test?�
NFPA 101, Para 5-9.3


NFPA 101, Para 31-1.3.7


AR 420-43 Para 4-8�
�
�
�
�
13.�
Is a written record of each test maintained in the facility?�
NFPA 101, Para 5-9.3


NFPA 101, Para 31-1.3.8�
�
�
�
�
14.�
Do all exits discharge directly to a street, yard, court, or other open space?�
29 CFR 1910.37(h)(1)�
�
�
�
�
15.�
Is exit access arranged so that it is not necessary to travel toward any high hazard area to escape?�
29 CFR 1910.37(f)(5)�
�
�
�
�
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Safety Inspection Checklist


Means of Egress�



Reference�



Yes�



No�



N/A�
�
16.�
Are letters on exit signs not less than six (6) inches high with the principal strokes of the letters no less than 3/4 inches wide?�
29 CFR 1910.37(g)(8)�
�
�
�
�
17.�
Are furnishings, decorations or other objects placed in such a matter as not to obstruct exits, access thereto, egress therefrom, or visibility thereof?�
29 CFR 1910.37(l)(1)


29 CFR 1910.37 (q)(3)�
�
�
�
�
18.�
Can all exits be reached without going through a kitchen, storeroom, restroom, closet, or similar space subject to being locked?�
29 CFR 1910.37(f)(3), NFPA 101, Para 5-5.2.1�
�
�
�
�
19.�
Are at least two (2) separate exits provided for each floor level hat are located remote from each other to minimize the possibility that both exits might be blocked by fire?�
29 CFR 1910.36(b)(8), NFPA 101 Para 5-4.1.1


NFPA 101, Para 5-5.1.3�
�
�
�
�
20.�
Do exit doors swing in the direction of exit travel when serving an occupant load of 50 or more people or from a high hazard area, or where used in an exit enclosure?�
29 CFR 1910.37(f)(2), NFPA 101, Para 5-2.1.4.1�
�
�
�
�
21.�
When required by chapter 8 through 30 of NFPA 101, are horizontal sliding or vertical doors used as exits in lieu of side hinged swinging doors secured in the full open position when the area is occupied?  Is there a durable sign on or adjacent to the door indicating "This door to remain open when building is occupied"?�
NFPA 101, Para 5-2.1.4.1, Exception No. 3�
�
�
�
�
22.�
Is the maximum travel distance in any occupied space to at least one (1) exit within the following limits:


Surface maintenance area		100 feet


Warehouse Area			200 feet


Office Area				200 feet


Auditorium Area			150 feet


Aircraft maintenance Area		150 feet


Dormitories/Sleeping quarters		100 feet�
NFPA 101, Para 5-6.1, NFPA 101 Para A-5-6.1�
�
�
�
�
23.�
Are doors, in a required means of egress, equipped with panic hardware (quick release bar) from any area having an occupant load of 100 or more persons?�
29 CFR 1910.37(k)(3)


NFPA 101, Para 8-2.2.2.3


NFPA 101, Para 9-2.2.2.3�
�
�
�
�
24.�
When exit doors are locked, can the door be unlocked from the inside without the use of a key or specific knowledge or effort?�
29 CFR 1910.37(k)(3), NFPA 101, Para 5-2.1.5.1�
�
�
�
�
25.�
Where a means of egress is not substantially level (for example, an exit door opens to a drop-off of a foot or more), has the difference in elevation been negotiated by stairs or ramps?�
29 CFR 1910.37(j)�
�
�
�
�
26.�
Is there any door, passage or stairway, which is neither an exit nor a way of exit, that can be mistaken for an exit, properly marked "NOT AN EXIT" ?  (in one story buildings where the exit is clearly visible, it is not necessary to mark doors to small closets) �
29 CFR 1910.37(q)(2)�
�
�
�
�
Remarks�
�
�
�
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