Organization:���Location:��Building:���Date:��Name:���

Safety Inspection Checklist

Compressed Gas�

Reference�

Yes�

No�

N/A��01.�Is each portable gas container legibly marked with the name of contents?�29 CFR 1910.253(b)(ii)�����02.�Are compressed gas cylinders determined in safe condition by visual and other inspection?�29 CFR 1910.101(a)�����03.�Does the compressed gas cylinder or tank have an installed pressure relief device?�29 CFR 1910.101(c)�����04.�Are pressure relief devices arranged to discharge upward and unobstructed to the open air to prevent impingement of gas upon containers, adjacent structure, or personnel?�29 CFR 1910.101(c)�����05.�Are all compressed gas cylinders stored and secured so they can not fall?�29 CFR 1910.253(b)(2)(ii)�����06.�Are cylinders stored in definitely assigned places away from elevators, stairs or gangways?�29 CFR 1910.253(b)(2)(ii)�����07.�Are valves closed on the empty cylinders?�29 CFR 1910.253(b)(2)(iii)�����08.�Are protective caps in place on compressed gas cylinders except when in use?�29 CFR 1910.253(b)(2)(iv)

29 CFR 1910.253(b)(5)(ii)(G)

AR 700-68, Para 5-1a(13)�����09.�Are full cylinders protected against excessive rise in temperature from direct rays of the sun or from sources of heat not to exceed 130 degrees F?�29 CFR 1910.253(b)(2)(i)

AR 700-68 Para 5-2�����10.�Is smoking prohibited within 50 feet of compressed gas storage area and "NO SMOKING " signs posted?�AR 700-68  Para 5-2b�����11.�When cylinders are stored inside of buildings, are they stored in a well protected, well ventilated, dry location, at least 20 feet from highly combustible material such as oil or excelsior?�29 CFR 1910. 53(b)(2)(ii)�����12.�Are oxygen cylinders in storage separated from combustible material (especially oil or grease), a minimum distance of 20 feet or by a non-combustible barrier at least five feet high having a fire resistant rating of at least 1/2 hour?�29 CFR 1910. 253(b)(4)(iii)�����13.�Are acetylene and oxygen cylinders stored 100 feet apart or separated by an approved fire wall having a fire resistant rating of at least 1/2 hour?�29 CFR 1910. 253(b)(4)(iii)

AR 700-68, Para 5-3a(1)�����14.�When cylinders are standing upright during use or storage, has precautions been taken to prevent accidental upsetting or falling (chained or strapped to structure)?�29 CFR 1910. 253(b)(2)(ii)

AR 700-68, Para 5-1a(18)�����15.�Are the Oxygen / Acetylene gas filler gauges bled off?�29 CFR 1910.253(b)(5)(ii)(G)�����Remarks����SMS Survey Form P011,  Nov 97
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