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Safety Inspection Checklist


Spray Painting Operations�



Reference�



Yes�



No�



N/A�
�
01.�
Is the average velocity of the exhaust air over the open face of dry type s pray booths (or cross section during spraying operations not less than one hundred (100) linear feet per minute ? �
29 CFR 1910.107(b)(5)(i)�
�
�
�
�
02.�
Is the spray booth equipped with visible gauges or audible alarm or pressure activated devices to indicate or insure that the required air velocity is maintained ?        �
29 CFR 1910.107(b)(5)(i)�
�
�
�
�
03.�
Is space within dry type spray booths on the downstream and upstream sides of filters protected with approved automatic sprinklers?�
29 CFR 1910.107(b)(5)(iv)�
�
�
�
�
04.�
Are sprinkler heads maintained free from deposits as practical by cleaning daily if  necessary?�
29 CFR 1910.107(f)(3)�
�
�
�
�
05.�
Is a clear space of not less than three (3) feet on all sides of the spray booth keep free from storage or combustible construction to provide ready access for cleaning?�
29 CFR 1910.107(b)(9)�
�
�
�
�
06.�
Is open flame or spark producing equipment prohibited in any spraying area or within twenty (20) feet thereof, unless separated by a partition?�
29 CFR 1910.252(a)(2)(iii)(A)(1) 


29 CFR 1910.252(a)(2)(iii)(A)(2)�
�
�
�
�
07.�
Is electrical wiring and equipment to include lighting of explosion-proof type approved for Class 1, Group D, locations; and is electric lamps totally enclosed and protected from mechanical damage by suitable guards to prevent the falling of hot particles?�
29 CFR 1910.107(c)(6)�
�
�
�
�
08.�
Is the exhaust duck system of the spray booth and independent system discharging to the exterior of the building?�
29 CFR 1910.107(d)(3)�
�
�
�
�
09.�
Is the fan rotating element of nonferrous or nonsparking construction?�
29 CFR 1910.107(d)(4)�
�
�
�
�
10.�
Is air exhaust from spray operations directed so that it will not contaminate makeup air being introduced into the spray booth?�
29 CFR 1910.107(d)(9)�
�
�
�
�
11.�
Is the quantity of flammable or combustible liquids kept in the vicinity of spraying operations limited to one day or one shift supply?�
29 CFR 1910.107(e)(2)�
�
�
�
�
12.�
Is an adequate supply of suitable portable fire extinguishers installed near spraying operations?�
29 CFR 1910.107(f)(4)�
�
�
�
�
13.�
Are painters provided and required to wear airline respirators, coveralls, and loose fitting hoods as personal protection equipment when painting with Chemical Agent Resistant Coating (CARA) paint?�
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