The following pages contain a sample Job Safety Analysis.  The job used in this sample is one most people are familiar with, mowing a lawn with a gasoline-powered push mower.  This is not intended to be a “perfect” example of a JSA, but it is simply meant to demonstrate how a completed JSA will look.  You may be able to identify additional steps to the mowing job and, perhaps, many more hazards and control measures.  But your JSAs should follow the same basic pattern of this one, with a break-down of the job into its logical steps, in correct sequence; a listing of all hazards associated with each step; and control measures applicable to each hazard listed.
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Sammy Supervisor�EMPLOYEE/OPERATOR



Donald Servant�SUPERVISOR 



Sammy Supervisor�REVIEWED BY



Charles Tuna��COMPANY/ORGANIZATION

Directorate of Lawn Maintenance�WORK SECTION/ DEPARTMENT

Push Mower Section�APPROVED BY

I. M. Bigshot��REQUIRED/RECOMMENDED PERSONAL PROTECTIVE EQUIPMENT



Safety goggles, ear plugs, sturdy leather shoes or boots, cloth gloves, rubber gloves.��BASIC JOB STEPS, IN SEQUENCE�POTENTIAL HAZARDS�RECOMMENDED PREVENTIVE MEASURES��1.  Remove mower from storage building�a. Back or shoulder strained, pulling or lifting mower out of storage area.�Use correct pulling or lifting techniques.

Wear back support belt.

Clear other items out of path, so mower can be moved from starting point through doorway without interference.���b. Run mower wheels over feet.�Position feet properly, out of path of mower wheels.

Avoid sharp jerks on mower.  Pull mower with slow, steady pressure.

Wear sturdy leather shoes.���c. Bump head or other body part on storage building doorway�Be attentive to where you are in relation to the doorway.

Avoid sharp jerks on mower.  Pull mower with slow, steady pressure.��2. Inspect mower parts and fluid levels�a. Cut fingers on sharp edge of mower blade.�Avoid reaching under mower.  Turn mower over to inspect blades and other underside parts.

Wear thick gloves.

Avoid running fingers along edge of blade.���b. Fingers amputated when mower starts unexpectedly.�Disconnect spark plug wire before inspecting mower.

Allow fingers to only be within blades’ path of rotation as little time as is necessary.��



INSTRUCTIONS ON REVERSE SIDE
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BASIC JOB STEPS, IN SEQUENCE�POTENTIAL HAZARDS�RECOMMENDED PREVENTIVE MEASURES���c. Fire caused by ignition of gasoline vapors.�Do not smoke when inspecting mower.

Inspect mower a good distance away from any sources of fire, sparks, or excessive heat.���d. Exposure of skin to gasoline, oil, and grease.�Handle fluids with care, to avoid skin contact.

Wear rubber gloves when working with fluids.

Thoroughly wash any skin contacted by fluids, immediately after the contact.��3. Replenish fluid levels as needed�a. Fire caused by ignition of gasoline vapors.�Do not smoke when mowing, especially when filling gasoline tank.

Fill mower only in safe area, a good distance from any source of flame, sparks, or excessive heat.

Use funnel to fill gasoline tank, to avoid spilling.

Fill slowly and carefully.

Replace cap on gas can and gas tank as soon as filling is complete.

Avoid doing anything that could cause sparks, while filling gas tank.���b. Exposure of skin to gasoline, oil, and grease.�Handle fluids with care, to avoid skin contact.

Wear rubber gloves when working with fluids.

Thoroughly wash any skin contacted by fluids, immediately after the contact.���c. Gasoline splashes into eyes.�Wear safety goggles when filling gas tank.

Handle fluid carefully.��4.  Start mower.�a. Strain shoulder or back, pulling starter rope.�Pull with steady fluid motion, not with hard jerks.

Position feet properly before pulling.

Make sure mower is properly tuned up, so starting will be easier.

Pull primarily with shoulder and arm, not back.��5.  Mow lawn. �a. Heat injury, caused by exposure to heat and sun.�Mow during cooler parts of the day.

Drink plenty of water before, during, and after mowing.��
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BASIC JOB STEPS, IN SEQUENCE�POTENTIAL HAZARDS�RECOMMENDED PREVENTIVE MEASURES����Wear proper clothing – a light, thin layer of clothing.

Wear a cap, to keep direct rays from the sun off your head.

Wear sunblock with a high protection factor.

Avoid mowing if you are ill or overly fatigued.

Stop mowing if you begin to feel faint, dizzy, or ill.

Take frequent rest breaks, in a cool location.���b. Heart attack or other health hazard caused by overexertion.�Have a doctor complete a thorough medical check-up, before you mow.

Avoid mowing if you are ill or overly fatigued.

Stop mowing if you begin to feel faint, dizzy, or ill.

Take frequent rest breaks, in a cool location.

Use the buddy system.  Do not mow unless someone is nearby, to get help if you need it.���c. Struck in eye by flying object, thrown by mower.�Wear safety goggles.

Clear area to be mowed of rocks, sticks, and other objects, before mowing.���d. Damage to hearing caused by noise from mower.�Wear hearing protection.

���e. Snakebite.�Wear sturdy leather shoes or boots.

Clear area to be mowed, before mowing.  Be watchful for snakes as you clear the area.

Avoid mowing tall weeds with a push mower.

Use the buddy system, with someone near by, in case you are bitten.���f. Insect bites or stings.�Use insect repellant spray.

Wear thin, light clothing that covers your feet, legs, and arms.

Avoid mowing, if possible, if you are allergic to any insect bites or stings.���g. Ankle injury caused by stepping on uneven surface.�Clear area before mowing, to remove rocks or other items that may cause uneven footing.��
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BASIC JOB STEPS, IN SEQUENCE�POTENTIAL HAZARDS�RECOMMENDED PREVENTIVE MEASURES����Wear proper-fitting shoes or boots.

Be alert as you walk.���h. Amputated toes caused by slipping and falling, with foot going under mower.�Wear sturdy leather shoes or boots.

Mow across hills, not up and down.

Do not mow when the ground is wet or damp.

Do not hurry when mowing.  Don’t run.���i. Mower rolls backward onto feet.�Do not mow up and down hills.  Mow across.���j. Backstrain from pulling mower up hill.�Mow across hills.���k. Eye/face injury from walking into low hanging tree branches.�Check path to be mowed before mowing.  Be aware of any such hazards.

Wear safety goggles or face shield.

Remove any low-hanging branches, when possible, before mowing.��6. Refill gasoline tank.�a. Fire caused by ignition of gasoline vapors by hot engine/manifold.�Do not smoke when mowing, especially when filling gasoline tank.

Allow mower to cool before adding gasoline.

Fill mower only in safe area, a good distance from any source of flame, sparks, or excessive heat.

Use funnel to fill gasoline tank, to avoid spilling.

Fill slowly and carefully.

Replace cap on gas can and gas tank as soon as filling is complete.

Avoid doing anything that could cause sparks, while filling gas tank.���b. Fingers burned on hot mower parts.�Allow mower to cool before filling gas tank.

Wear cloth gloves when there is possibility of contact with hot parts.���c. Gasoline splashes into eyes.�Wear safety goggles when filling gas tank.

Handle fluid carefully.���d. Exposure of skin to contact with gasoline.�Handle fluids with care, to avoid skin contact.

Wear rubber gloves when working with fluids.

Thoroughly wash any skin contacted by fluids, immediately after the contact.��CONTINUATION OF JOB SAFETY ANALYSIS WORKSHEET FOR JSA NO.  402 



BASIC JOB STEPS, IN SEQUENCE�POTENTIAL HAZARDS�RECOMMENDED PREVENTIVE MEASURES��7. Return mower to storage building.�a. Back or shoulder strained, pulling or lifting mower out of storage area.�Use correct pulling or lifting techniques.

Wear back support belt.

Clear other items out of path, so mower can be moved from starting point through doorway without interference.���b.  Run mower wheels over feet.�Position feet properly, out of path of mower wheels.

Avoid sharp jerks on mower.  Pull mower with slow, steady pressure.

Wear sturdy leather shoes.���c. Bump head or other body part on storage building doorway.�Be attentive to where you are in relation to the doorway.

Avoid sharp jerks on mower.  Pull mower with slow, steady pressure.���d. Fire caused by hot mower contacting combustible materials in storage building.

�Allow mower to cool before returning it to storage building.

Ensure that combustible materials are stored away from mower.��������������������������������������
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INSTRUCTIONS FOR JOB SAFETY ANALYSIS FORM



The following lists the columns on the form and explains how to complete each.



JOB TITLE OR OPERATION – List the title of the job or operation being analyzed.  For example, Pipefitter, Warehouseman, or Changing a Flat Tire.

DATE – The date the JSA is being completed.

PAGE ____ of JSA NO. ____  - Indicate which page of the JSA for this job this page this is and the number assigned to the JSA, if one has been assigned.  

NEW/REVISED – If this is the first time this job has been analyzed, check NEW.  If this is a revision of a previous JSA for the job, check REVISED.

COMPLETED BY – The typed or printed name of the person who completed the JSA.  This will usually be the supervisor of the employee whose job is being analyzed.  

EMPLOYEE/OPERATOR – This will be the name of the person whose job is being analyzed.  If there is more than one employee in the same position, list the one who was used to demonstrate the steps of the job for you. 

SUPERVISOR – The immediate supervisor of the employee whose job is being analyzed.  This will often be the same as the COMPLETED BY person.

REVIEWED BY – If someone in your organization or unit is assigned to review the completed JSA, his typed or printed name should be included here.  When he has reviewed it, he should initial next to his name.

COMPANY/ORGANIZATION – The name of your company or organization.

WORK SECTION/DEPARTMENT – This could be, for example, Maintenance Section, Electrical Section, Fabric Repair Department, or so on.  In some cases, it will not be necessary to complete this block.

APPROVED BY – If someone in your organization has been designated to approve the JSA, his name should go here.  When he has approved it, he should initial next to the name.

REQUIRED/RECOMMENDED PERSONAL PROTECTIVE EQUIPMENT – List any PPE or protective clothing that should be used by the employee.  Be specific.  For example, do not simply say “gloves.”  Instead, list a specific type of gloves.

BASIC JOB STEPS, IN SEQUENCE – List the major steps taken in performing the job, in their chronological order.

POTENTIAL HAZARDS – Next to each Basic Job Step, list the hazards associated with that step.  Be complete and specific.  Use action verbs, such as “Cut by blade of knife,” or “Struck by spinning handle of machine.”

RECOMMENDED PREVENTIVE MEASURES – For each Potential Hazard, list control measures to eliminate or mitigate the hazard. 



For additional information regarding the proper completion of a JSA, see the MANSCEN Safety Office slide show entitled Job Safety Analysis.
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